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STATE OF UTATI
DEPARTMENT OF NATURAL RESOURCES
DrvlsroN 0F oIL, GAS, AlrD MINTNG

1588 West North Tenple
Salt Lake Clty, Utah 841.15

79 OPER$,TIONS A}ID PR.OGRESS'REPORT

be flled for eaeh Minlng Operation at
end of each calander year)

Plateau Resources Limited Sec. 3
Sec. 3andSec. 3--e.4 T. 36 s R. }L EB&M

L9J

(To
the

OPEMTOR:

Address: ,772 Horizon Drive No. of gpproved Notlce of

INTENTTON': ACTI017 /016Grand Junction, CO 81501

(1) fhe g{a?q anqunt of rnaterials moved durtng the year for thls nlnlng operat

ration. Please seewags Not a riate for this type of o

attached "Shootering Canyon Uranium Processin Facilit

Shootering Mi11

l-979 Progress Report"

STATUS qF BECTA}TATION I,.7OR.K*(2)

Month RESULTS

Januery

I,{ONK PERTOR}TID

Please see attached "Mill Site

Febpuery.

Topsoil Stockpile

Marqtt

Aprtl

May

June

July
.

August

Septenber.
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STATUS pF

Month

I{ORK (Cont{nued)

I{ORK PERFORMED RESULTS

Octobef

t -?-TTII--r-:ffi

gf rec1an4tlqp work

maPS.

npf \a qufllned on a aeparate'sheet lf

l'{AP At{D PREPARED IN ACC0RDA]{CEBIAI



SHOOTERING CANYON URANIUIq PROCESSING FACIIITY

1979 PROGRESS REPORT

A source Material license No. suA-1371 for.the process

facility was issued on September 2I,
effort began on September 10, Lg7g.

for the facility is eighteen months.

during IgTg includes the following:
1. strippi-ng of top soil material from the plant

site and stocJ<pi15-ng in the designated area.
2. Completion of plant site work

trnstallati.on of a portable crushing and a washing
plant to produce .sand, roadbase, and aggregate

material.

4. partial foundation and.steer work completion on '

the warehouse buildings.
Approximately 7.5 percent of the job was completed

during Ig79. Construction effort is proceeding satisfactorily
and is on schedule.

L979 and construction

Scheduled completion time

Construction effort progre
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MILL SITE TOPSOIL STOCKPILE

- The mill site soil stockpile contains an estimated. 50,000

cubic yards of materialr- at writing. A'system of paraIlel berrms

running perpendicular to the direction of the prevailing winds

is constructed as each succeeding layer of soil is placed to"

mediate soil loss by wind erosion. Stabilization of the stockpil
by means of revegetationr/mechanical treatment wi1l. commence

after earth moving activitj-es are concluded, as was stated. in
the reclamation plan
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